HSE

NOTES:
Current Rating:5A

Voltage Rating:250V/AC

Contact Resistance:20mQ Max.

Withstand Voltage: 1500V AC

Insulation Resistance:T00MQ Min.
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Operation Temperature:=40TC to +125C
Insulator Material:LCP,UL94V0,BLACK
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Contact Material:Copper Alloy

Contact plating:

Gold plated 0.38um Min in lacated area over Nickel
Tin plaated 2.0um Min in all over product
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Recommended P.C.B Layout(Top Side)

(PCB BOARD THICKNESS 1.0~1.6+0.05)
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Type - Packing: il i | — ) TT ii WD2500—2WS10XXBT02(W) [ 20 [ v [ 9 [ 225 [26.0 [ 276
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P'WSiNégO oP T=TuBe e L_% _TF;] WD2500-2WSTOXXBTOT(W) | 20 | X | 9 | 22.5 | 26.0 | 27.6
in NO; . E WD2500-2WSO0BXXBTO2(W) | 16 | Y | 7 | 17.5 | 21.0 | 226
02=02PIN  03=03Pin ".04=04Pin Hfus‘”? Colour & i WD2500-2WSOBXXBTOI(W) | 16 | X | 7 | 17.5 | 21.0 | 226
05=05PIN  06=06Pin  (08=08Pin B=Block ! 3 WD2500-2WS06XXBTO2(W) [ 12 | Y | 5 | 125 | 16.0 | 17.6
10=10PIN T=Natural » ,é WD2500-2WS06XXBTOI(W) | 12 [ x [ 5 | 125 [16.0 | 17.6
Y=Yellow 1 ——T K WD2500-2WS05XXBT02(W) | 10 | v | 4 | 100 | 135 15.1
R=Reé&d 0.50L0.05 — ¥ WD2500-2WS05XXBTOI(W) | 10 | X | 4 [ 10.0 | 135 15.1
Contact Plating: [Eeleor WD2500-2WS04xxBTO2(W) | 8 | v | 3| 75 | 11.0 | 126
By A WD2500-2WS04XXBTOI(W) | 8 | X | 3 | 7.5 | 1.0 | 126
éﬁ:gemfg dAU/ Matte Sn WD2500—2WSO3XXBT02(W) | 6 | Y | 2 | 50 | 85 10.1
=on plate WD2500- 2WS03XXBTOT(W) 6 X | 250 | 85 10.1
WD2500-2WS02XXBT02(W) | 4 | Y | 1 25 6.0 7.6
WD2500-2WS02XXBTOI(W) | 4 | X | 1 7.6
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